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Chipping Hammers

MODEL Part no.
Weight 

(lb)
Cylinder 
stroke 

 Length 
(in)

Air Inlet 
(in)

Blows per minute 
(bpm) 

Air consumption 
(cfm)

Muffler included 
as standard

Chuck size 
(in)

CP 0012 2R 8900 0001 02 12 2 16 3/8 2600 20 yes .680” Rnd

CP 0012 2H 8900 0001 03 12 2 16 3/8 2600 20 yes .580” Hex

CP 4123 2R 8900 0001 04 13 2 12 7/8
3/8 2400 25 – .680” Rnd

CP 4123 2H 8900 0001 05 13 2 12 7/8
3/8 2400 25 – .580” Hex

CP 4123 3R 8900 0001 06 15 3 14 7/8
3/8 1920 26 – .680” Rnd

CP 4123 3H 8900 0001 07 15 3 147/8
3/8 1920 26 – .580” Hex

CP 4123 4R 8900 0001 08 16 4 15 1/2
3/8 1500 27 – .680” Rnd

CP 4123 4H 8900 0001 09 16 4 15 1/2
3/8 1500 27 – .580” Hex

CP 4125 2R 8900 0001 10 13 2 13 1/4
3/8 2400 26 – .680” Rnd

CP 4125 2H 8900 0001 11 13 2 13 1/4
3/8 2400 26 – .580” Hex

CP 4125 3R 8900 0001 12 15 3 14 1/4
3/8 1920 27 – .680” Rnd

CP 4125 3H 8900 0001 13 15 3 14 1/4
3/8 1920 27 – .580” Hex

CP 4125 4R 8900 0001 14 16 4 15 1/4
3/8 1500 28 – .680” Rnd

CP 4125 4H 8900 0001 15 16 4 15 1/4
3/8 1500 28 – .580” Hex

CP 4130 3R 8900 0001 16 181/2 3 16 1/2
3/8 1920 26 yes .680” Rnd

CP 4130 3H 8900 0001 17 181/2 3 16 1/2
3/8 1920 26 yes .580” Hex

CP 4130 4R 8900 0001 18 191/2 4 17 3/4
3/8 1500 27 yes .680” Rnd

CP 4130 4H 8900 0001 19 191/2 4 17 3/4
3/8 1500 27 yes .580” Hex

CP 4132 3R* 9245 9998 00 18 3 15 1/4
3/8 2200 33.23 yes .680” Rnd

CP 4132 3H* 9245 9997 99 18 3 15 1/4
3/8 2200 33.23 yes .580” Hex

CP 4132 4R* 9245 9998 98 19 4 17 3/8 1800 33.23 yes .680” Rnd

CP 4132 4H* 9245 9998 80 19 4 17 3/8 1800 33.23 yes .580” Hex

CP 4133 3R* 9753 2195 84 18 3 17 7/8 - 24 thread 1800 33.23 yes .680” Rnd

CP 4133 3H* 9753 2195 85 18 3 17 7/8 - 24 thread 1800 33.23 yes .580” Hex

CP 4133 4R* 9753 2195 86 19 4 17 7/8 - 24 thread 1800 33.23 yes .680” Rnd

CP 4133 4H* 9753 2195 87 19 4 17 7/8 - 24 thread 1800 33.23 yes .580” Hex

CP hammers above are supplied with oval collar retainer as standard. More retainer options are available. Call for details.
*Supplied with 6’ whip hose and claw coupling.

Chipping Hammers

 for construction and industrial applications

CP 4130
The CP 4130 hammer is designed to tackle 
punishing jobs with the hard hitting power 
that you expect from CP. It is used for  
medium-duty to heavy-duty chipping, 
cutting and trimming operations. The four 
bolt handle provides higher air flow and 
durability.

CP 4132
A durable 4-bolt chipping hammer with  
inside trigger and standard retainer. Available 

in two cylinder sizes to suite your particular 
application.

CP 4133
The CP 4133 hammer is designed to tackle 
punishing jobs with the hard hitting power  
that you expect from CP. It is used for 
medium to heavy-dutychipping, cutting and 
trimming operations. The four bolt handle 
provides higher air flow and durability.

CP 0012
The CP 0012 is the new addition to the  
CP range of pneumatic hammers for light  

chipping and scaling duties. Since the 
CP 0012 is light and has medium hitting 
power, it is very easy to handle and control 
for more precise jobs. Typical applications 
include alteration work, hole making and 
trimming.

CP 4123
The most popular CP chipping hammer of all 

time, the CP 4123 is used for a wide variety 
of construction and industrial applications, 
from light to medium chipping to heavy cutting.  
Choose the cylinder size that best suits your 
particular application. 

CP 4125
The extra features of the CP 4125 make it 
more suitable for tough construction and 
industrial applications, including foundries, 
shipyards, refineries or fabrication shops. 
Even in hot, dirty working conditions, the  
reliable CP 4125 will consistently hit hard  

and last longer than conventional hammers. 
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Chipping Hammers
Steel

CAT.NO. LENGTH WIDTH WT CAT.NO. LENGTH WIDTH WT

301 8 1⁄4" 13⁄16" Dia. 1.25 lbs. 302 8 1⁄4" 13⁄16" Dia. 1.25 lbs.

301-12 11 1⁄4" 13⁄16" Dia. 1.5 lbs. 302-12 11 1⁄4" 13⁄16" Dia. 1.5 lbs.

301-18 18" 13⁄16" Dia. 2.5 lbs. 302-18 18" 13⁄16" Dia. 2.5 lbs.

301-24 24" 13⁄16" Dia. 3.25 lbs. 302-24 24" 13⁄16" Dia. 3.25 lbs.

313 9" — 1.25 lbs. 314 9" — 1.25 lbs.

315 12" — 1.5 lbs. 316 12" — 1.5 lbs.

315-18 18" — 2.5 lbs. 316-18 18" — 2.5 lbs.

315-24 24" — 3.25 lbs. 316-24 24" — 3.25 lbs.

303 9" 1" 1.25 lbs. 304 9" 1" 1.25 lbs.

303-12 12" 1" 1.5 lbs. 304-12 12" 1" 1.5 lbs.

303-18 18" 1" 2.5 lbs. 304-18 18" 1" 2.5 lbs.

303-24 24" 1" 3.25 lbs. 304-24 24" 1" 3.25 lbs.

303-36 36" 1" 5.1 lbs. 304-36 36" 1" 5.1 lbs.

303-48 48" 1" 6.9 lbs. 304-48 48" 1" 6.9 lbs.

303-60 60" 1" 8.7 lbs. 304-60 60" 1" 8.7 lbs.

303-72 72" 1" 10.2 lbs. 304-72 72" 1" 10.2 lbs.

325 9" 1 1⁄2" 1.25 lbs. 326 9" 1 1⁄2" 1.25 lbs.

325-12 12" 1 1⁄2" 1.5 lbs. 326-12 12" 1 1⁄2" 1.5 lbs.

325-18 18" 1 1⁄2" 2.5 lbs. 326-18 18" 1 1⁄2" 2.5 lbs.

323 9" 2" 1.25 lbs. 324 9" 2" 1.25 lbs.

323-12 12" 2" 1.75 lbs. 324-12 12" 2" 1.75 lbs.

323-18 18" 2" 2.75 lbs. 324-18 18" 2" 2.75 lbs.

323-24 24" 2" 3.75 lbs. 324-24 24" 2" 3.75 lbs.

323-36 36" 2" 5.75 lbs. 324-36 36" 2" 5.75 lbs.

323-48 48" 2" 7.75 lbs. 324-48 48" 2" 7.75 lbs.

323-60 60" 2" 9.75 lbs. 324-60 60" 2" 9.75 lbs.

323-72 72" 2" 11.75 lbs. 324-72 72" 2" 11.75 lbs.

323-3 9" 3" 1.5 lbs. 324-3 9" 3" 1.5 lbs.

323-12-3 12" 3" 1.75 lbs. 324-12-3 12" 3" 1.75 lbs.

323-4-1/2 10" 4 1⁄2" 2.25 lbs. 324-4-1/2 10" 4 1⁄2" 2.25 lbs.

311 9" 1 1⁄16" 1.0 lbs. 312 9" 1 1⁄16" 1.0 lbs.

311-12 12" 1 1⁄16" 1.4 lbs. 312-12 12" 1 1⁄16" 1.4 lbs.

305 9" 7⁄16" 1.0 lbs. 306 9" 7⁄16" 1.0 lbs.

305-12 12" 7⁄16" 1.4 lbs. 306-12 12" 7⁄16" 1.4 lbs.

307 9" 3⁄8" 1.0 lbs. 308 9" 3⁄8" 1.0 lbs.

307-12 12" 3⁄8" 1.4 lbs. 308-12 12" 3⁄8" 1.4 lbs.

309 9" 5⁄16" 1.1 lbs. 310 9" 5⁄16" 1.1 lbs.

309-12 12" 5⁄16" 1.5 lbs. 310-12 12" 5⁄16" 1.5 lbs.

337 9" 1" 1.1 lbs. 338 9" 1" 1.1 lbs.

337-12 12" 1" 1.5 lbs. 338-12 12" 1" 1.5 lbs.

343 9 1⁄2" 2.25 lbs. 344 9 1⁄2" 2.25 lbs.

345  STEM 8" 1.0 lbs. 346  STEM 8" 1.0 lbs.

5101  HEAD — 1 1⁄2" SQ 1.25 lbs. 5101  HEAD — 1 1⁄2" SQ 1.25 lbs.

50100 9 1⁄2" 1 3⁄4" SQ 2.5 lbs. 50200 9 1⁄2" 1 3⁄4" SQ 2.5 lbs.

NOTE: Pneumatic Chipping Hammers are equipped with either .680 round nose bushings or
.580 hex nose bushings. Refer to manufacturer’s hammer model number for
specifications.

.580 HEX SHANK 
OVAL COLLAR

.680 ROUND SHANK 
OVAL COLLAR

Oval Collar Chipping Hammer Chisels

11⁄8"
28.5mm

23⁄8"
60.3mm

.680"
17.2mm

3⁄8"
9.5mm

13⁄16"
20.6mm

.812"
20.6mm

11⁄8"
28.5mm

23⁄8"
60.3mm

.812"
20.6mm

3⁄8"
9.5mm

13⁄16"
20.6mm

13⁄4"
44.4mm

.580"
14.7mm

POINT STYLE

Round Blank

Moil Point

Flat Chisel

Scaling Chisel

Ripper

Cape Chisel

Round Nose

Diamond Point

Gouge

2 Pc. Bush Tool

1 Pc. Bush Tool
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Chipping Hammers
Steel

CAT.NO. LENGTH WIDTH WT CAT.NO. LENGTH WIDTH WT

401 8 1⁄4" 13⁄16" Dia. 1.25 lbs 402 8 1⁄4" 13⁄16" Dia. 1.25 lbs

403 11 1⁄4" 13⁄16" Dia. 1.5 lbs 404 11 1⁄4" 13⁄16" Dia. 1.5 lbs

403-18 18" 13⁄16" Dia. 2.5 lbs 404-18 18" 13⁄16" Dia. 2.5 lbs

409 9" — 1.25 lbs 410 9" — 1.25 lbs

411 12" — 1.5 lbs 412 12" — 1.5 lbs

411-18 18" — 2.5 lbs 412-18 18" — 2.5 lbs

411-24 24" — 3.25 lbs 412-24 24" — 3.25 lbs

405 9" 1" 1.25 lbs 406 9" 1" 1.25 lbs

407 12" 1" 1.5 lbs 408 12" 1" 1.5 lbs

407-18 18" 1" 2.5 lbs 408-18 18" 1" 2.5 lbs

407-24 24" 1" 3.25 lbs 408-24 24" 1" 3.25 lbs

407-36 36" 1" 5 lbs 408-36 36" 1" 5 lbs

407-48 48" 1" 6 lbs 408-48 48" 1" 6 lbs

407-60 60" 1" 8 lbs 408-60 60" 1" 8 lbs

407-72 72" 1" 10 lbs 408-72 72" 1" 10 lbs

425 9" 1 1⁄2" 1.25 lbs 426 9" 1 1⁄2" 1.25 lbs

425-12 12" 1 1⁄2" 1.5 lbs 426-12 12" 1 1⁄2" 1.5 lbs

425-18 18" 1 1⁄2" 2.5 lbs 426-18 18" 1 1⁄2" 2.5 lbs

423 9" 2" 1.25 lbs 424 9" 2" 1.25 lbs

423-12 12" 2" 1.75 lbs 424-12 12" 2" 1.75 lbs

423-18 18" 2" 2.75 lbs 424-18 18" 2" 2.75 lbs

423-24 24" 2" 3.75 lbs 424-24 24" 2" 3.75 lbs

423-36 36" 2" 5.75 lbs 424-36 36" 2" 5.75 lbs

423-48 48" 2" 7.75 lbs 424-48 48" 2" 7.75 lbs

423-60 60" 2" 9.75 lbs 424-60 60" 2" 9.75 lbs

423-72 72" 2" 11.75 lbs 424-72 72" 2" 11.75 lbs

423-3 9" 3" 1.5 lbs 424-3 9" 3" 1.5 lbs

423-12-3 12" 3" 1.75 lbs 424-12-3 12" 3" 1.75 lbs

423-4-1/2 10" 4 1⁄2" 2.25 lbs 424-4-1/2 10" 4 1⁄2" 2.25 lbs

413 9" 7⁄16" 1.0 lbs 414 9" 7⁄16" 1.0 lbs

413-12 12" 7⁄16" 1.4 lbs 414-12 12" 7⁄16" 1.4 lbs

417 9" 3⁄8" 1.0 lbs 418 9" 3⁄8" 1.0 lbs

417-12 12" 3⁄8" 1.4 lbs 418-12 12" 3⁄8" 1.4 lbs

419 9" 5⁄16" 1.1 lbs 420 9" 5⁄16" 1.1 lbs

419-12 12" 5⁄16" 1.5 lbs 420-12 12" 5⁄16" 1.5 lbs

437 9" 1" 1.1 lbs 438 9" 1" 1.1 lbs

437-12 12" 1" 1.5 lbs 438-12 12" 1" 1.5 lbs

443 9 1⁄2" 2.25 lbs 444 9 1⁄2" 2.25 lbs

445 STEM 8" 1.0 lbs 446 STEM 8" 1.0 lbs

5101 HEAD — 1 1⁄2" SQ 1.25 lbs 5101 HEAD — 1 1⁄2" SQ 1.25 lbs

50300 9 1⁄2" 1 3⁄4" SQ 2.5 lbs 50400 9 1⁄2" 1 3⁄4" SQ 2.5 lbs

429 16 3⁄4" 7⁄8" 2.1 lbs

431 18 1⁄4" 7⁄8" 2.2 lbs

433 16 3⁄4" 7⁄8" 2.1 lbs

435 18 1⁄4" 7⁄8" 2.2 lbs

Round Collar Chipping Hammer Chisels

11⁄4"
32mm

21⁄2"
63.5mm

.680"
17.2mm

3⁄8"
9.5mm

13⁄16"
20.6mm

13⁄4"
44.4mm

.580"
14.7mm

11⁄4"
32mm

21⁄2"
63.5mm

.680"
17.2mm

3⁄8"
9.5mm

13⁄16"
20.6mm

.580 HEX SHANK 
ROUND COLLAR

.680 ROUND SHANK 
ROUND COLLAR

POINT STYLE

Round Blank

Moil Point

Flat Chisel

Scaling Chisel

Cape Chisel

Round Nose

Diamond 
Point

Gouge

2 Pc. 
Bush Tool

1 Pc. Bush Tool

Paper Stripper

Bent

Straight
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Chipping Hammers
Accessories

3750 Threaded Solid Retainer

All the advantages of our No. 3400, now
available for hammers with threaded
barrels. Uses No. 1476 lock spring,
supplied with unit.

Chipping Hammer Retainers
3400 Retainer

3450 Threaded Retainer

AJAX Kwik Change Retainer
Accepts Both Oval or Round Collar Tools

• Kwik Change feature allows easy
removal/replacement of tool

• Six steel balls hold tool securely in place

• Any width tool can be inserted

• Uses No. 300 heavy-duty spring
supplied with unit

*See page 19 for ordering information.

REPLACEMENT PARTS FOR #3400

300 Lock Spring
3404 Snap Washer
3401* Body
3405* “O” ring
3402 Sleeve
3406 Balls (6 per set)
3403 Spring
*Specify hammer manufacturer and
model number

REPLACEMENT PARTS FOR #3450

1476 Lock Spring
3450-3 Spring
3450-1 Body
3404 Snap Washer
3450-2 Sleeve
3406 Balls (6 per set)

FOR USE WITH ROUND COLLAR TOOLS

ONLY

Can be used on hammers with threaded

barrels. Retainer must be removed from

tool to change chisels.  Supplied with No.

1476 lock spring.

Interchangeable with: (AT No. 1198) (I-R

No. HHWI-300)

4000 Solid Retainer

FOR USE WITH OVAL COLLAR TOOLS

ONLY

Fits hammers with tapered barrels.  

Supplied with No. 350 standard-duty lock

spring.

Interchangeable with: (AT No. 1190)

INTERNAL PARTS FOR NO. 3750

1472 (H3R-31) Washer (2 pc.) Upper

1473 (H3R-203) Bumper

1474 (HHW1-213) 
Washer (2 pc.) Lower

1475 (HHW1-216) Retainer Ring

1476 (24SR-207) Lock Spring 
(AT1191-8) Also fits Retainer #3450

300 Heavy Duty Lock Spring
(AT No. 1194)

Fits retainers #3400 and #4000
No. 300-P (pkg. of 100 pcs.)

350 Standard Duty Lock Spring
Fits retainers #3400 and #4000
No. 350-P (pkg. of 100 pcs.)

400 “The Ringer”
Made of 8000 PSI Polyurethane
Fits retainers #3400 and #4000
No. 400-P (pkg. of 100 PCS.)

RETAINER SPRINGS

WARNING:
Wear Safety

Goggles
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Chipping Hammers
Accessories

Chipping Hammer Retainers
MODEL ORDER ORDER ORDER ORDER

AMER. PNEUMATIC 500-600 3400-3 4000-3

AMER. PNEUMATIC 550-650 3400-5 4000-5

AMER. PNEUMATIC 106 3400-12 4000-12

AMER. PNEUMATIC 520-620 SERIES (THREADED) 3450 3750

ATLAS COPCO 317, 317D, 319, 419 3400-2 4000-2

A.T.P. -HY-TECH ATP-2HB, ATP-3HB, ATP-4HB 3400-2 4000-2

ATSCO ALL MODELS 3400-3 4000-3

CHICAGO PNEUMATIC RV-0-1-2-3-4, CP4234 3400-1 4000-1

CHICAGO PNEUMATIC SIMPLATE 1-2-3-4, CP4123 3400-2 4000-2

CHICAGO PNEUMATIC BOYER 1-2-3-4 3400-5 4000-5

CHICAGO PNEUMATIC 9362-9363-9364 3400-2 4000-2

CLECO 1WM-2WM-3WM-C20B-C30B 3400-5 4000-5

CLECO C20-C30 3400-8 4000-8

CLECO 2WA-3WA-2WAM-3WAM 3400-13 4000-13

CLECO CL3-OWBD 3400-20 4000-20

CLECO CH-22, CH-32 3400-5 4000-5

CONTINENTAL POWER TOOL CH-1A-2A-3A-4A 3400-2 4000-2

GARDNER DENVER CH3 SERIES 3400-14 4000-14

INGERSOLL-RAND 1-2-200-2A-3-300-3A-4-400 3400-3 4000-3

INGERSOLL-RAND K2L 3400-12 4000-12

INGERSOLL-RAND W-SERIES (THREADED) 3450 3750

JET JCO SERIES 3400-2 4000-2

KENT RED LINE KC 1-2-3-4 3400-17 4000-17

KENT RED LINE KJ 1-2-3-4 (KCB) 3400-2 4000-2

KENT GREEN LINE 1-2-3-4 3400-17 4000-17

MASTER POWER 1, 2E, 3E, 4 3400-10 4000-10

MICHIGAN PNEUMATIC ALL MODELS 3400-2 4000-2

SULLAIR SCH-2-3-4 3400-2 4000-2

SULLAIR MCH-2-3-4 3400-2 4000-2

SULLIVAN SCH-2-3-4 3400-2 4000-2

SULLIVAN SCH-01-02-03-04 3400-2 4000-2

SULLIVAN SCH-11 3400-5 4000-5

TC SERVICE 10-20-30-40 3400-17 4000-17

THOR 00-11-22-33-CH3 3400-5 4000-5

UNIVERSAL TOOL 8600 SERIES 3400-2 4000-2

URYU ALL MODELS 3400-18 4000-18

U.S. INDUSTRIAL 502TB-503TB-5045B (THREADED) 3450 3750

3400 3450 3750 4000

1060* 1⁄2" Pipe Thread Hose
Swivel

1061 Body
1063 Snap Ring
1062 Nut
1082 "O" ring

1090* 7⁄8"-20 Thread Hose Swivel
1081 Body
1084 Snap Ring
1091 Nut
1082 "O" ring

1080* 7⁄8"-24 Thread Hose Swivel
1081 Body
1084 Snap Ring
1083 Nut
1082 "O" ring

1092 7⁄8"-24 Thread with 3⁄8
NPT  Hose Swivel

1093 Body
1084 Snap Ring
1083 Nut
1082 "O" ring

*NOTE: 1⁄2" hose barb on 1060,

1080 and 1090

HOSE SWIVELS

For most chipping hammers, as well as

larger tools having 1⁄2" pipe threads. 

Swivels eliminate hose kinking or

twisting and provide greater operator

efficiency.

WARNING:
Wear Safety

Goggles


