
C
o
n
s
tr
u
c
ti
o
n

T
o
o
ls

574

CHICAGO JACK SERVICE, INC

CJS

Your Application Specialists A CHICAGO JACK COMPANY

RIGGING & FABRICATION
CCURATE A

www.chicagojack.com 800-392-2816 www.accuraterigging.com

 

4-Bolt High Performance Models

CP four-bolt breakers require minimal servicing to 
maintain peak operating efficiency over extended 
periods of rugged use.

Durable polyurethane front-head springs, side 
bolts and anvil minimize repairs.

CP breakers can be ordered with mufflers, 
or mufflers can be purchased separately.

Pneumatic Breakers

MODEL

Standard  hex 
chuck size 

(in)
Retainer type

Air inlet
(in)

Length 
(in)

Weight
(lb)

Part no.

CP 0112—30-pound class—air consumption at 90 psi: 45 cfm 

CP 0112 7/8 x 31/4 Latch 3/4 NPT 20 30 8900 0030 26

CP 0112 EX 7/8 x 31/4 Latch 3/4 NPT 20 30 8900 0030 27

CP 0112 1 x 41/4 Latch 3/4 NPT 20 30 8900 0030 23

CP 0112 EX 1 x 41/4 Latch 3/4 NPT 303/8 33 8900 0030 24

CP 0112 S 1 x 41/4 Kick Latch 3/4 NPT 20 31 8900 0030 25

CP 1210—35-pound class—air consumption at 90 psi: 48 cfm 

CP 1210 1 x 41/4 Latch 3/4 NPT 211/8 44 8900 0030 01

CP 1210S 1 x 41/4 Latch 3/4 NPT 211/8 45 8900 0030 03

CP 1210S 11/4 x 6 Latch 3/4 NPT 23 46 8900 0030 09

CP 1210S 11/8 x 6 Latch 3/4 NPT 23 46 8900 0030 07

CP 1210 SVR 1 x 41/4 Latch 3/4 NPT 231/2 51 8900 0030 05

CP 1210 SVR 11/8 x 6 Latch 3/4 NPT 251/2 55 8900 0030 08

CP 1210 SVR 11/4 x 6 Latch 3/4 NPT 251/2 55 8900 0030 10

CP 1260—60-pound class—air consumption at 90 psi: 63 cfm 

CP 1260 11/8 x 6 Latch 3/4 NPT 27 64 8900 0030  29

CP 1260 S 11/8 x 6 Latch 3/4 NPT 27 65 8900 0030  31

CP 1260 SVR 11/8 x 6 Latch 3/4 NPT 29 75 8900 0030  33

CP 1260 11/4 x 6 Latch 3/4 NPT 27 64 8900 0030  28

CP 1260 S 11/4 x 6 Latch 3/4 NPT 27 65 8900 0030  30

CP 1260 SVR 11/4 x 6 Latch 3/4 NPT 29 75 8900 0030 32

CP 1290—90-pound class—air consumption at 90 psi: 81 cfm 

CP 1290 11/8 x 6 Latch 3/4 NPT 29 82 8900 0030  38

CP 1290 S 11/8 x 6 Latch 3/4 NPT 29 83 8900 0030  40

CP 1290 SVR 11/8 x 6 Latch 3/4 NPT 31 96 8900 0030  42

CP 1290 11/4 x 6 Latch 3/4 NPT 29 82 8900 0030  37

CP 1290 S 11/4 x 6 Latch 3/4 NPT 29 83 8900 0030  39

CP 1290 SVR 11/4 x 6 Latch 3/4 NPT 31 96 8900 0030  41

EX = Extended handle for trench work; S = Silenced models; SVR = Silenced & Vibration Reduced models 

Spike Drivers also available, CP 1260 S SPDR 8900 0030 34, CP 1269 S SPDR 8900 0030 43 

Note: CP 1230 / CP 1240 replaced by CP 1260 / CP 1290

Standard model
CP 0112

Standard model 
CP 1210, 1260 and 1290

CP1210S

Vibration reduced 
models (VRS) are also 
silenced. 
1210 SVR 

1260 SVR 

1290 SVR

Breakers can be 
ordered with mufflers 
or mufflers can be  
purchased 
separately. 

Pneumatic Breakers
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Pneumatic Breakers
Paving Breaker Steel

Paving Breaker Tools

7⁄8" X 3    1⁄4" 1" X 4 1⁄4" 1 1⁄8" X 6" 1 1⁄4" X 6"

CAT.NO. LGTH. U.C. WT. CAT.NO. LGTH. U.C. WT. CAT.NO. LGTH. U.C. WT. CAT.NO. LGTH. U.C. WT.

11200 14" 3 1⁄4 lbs 21200 14" 4 3⁄4 lbs 31200 14" 6 lbs 41200 14" 7 1⁄4 lbs

12200 18" 4 lbs 22200 18" 5 1⁄4 lbs 32200 18" 7 1⁄4 lbs 42200 18" 9 lbs

13200 24" 4 3⁄4 lbs 23200 24" 6 3⁄4 lbs 33200 24" 9 lbs 43200 24" 11 lbs

14200 36" 6 1⁄4 lbs 24200 36" 8 3⁄4 lbs 34200 36" 12 1⁄2 lbs 44200 36" 15 3⁄4 lbs

25200 48" 13 lbs 35200 48" 16 lbs 45200 48" 20 1⁄4 lbs

26200 60" 15 1⁄2 lbs 36200 60" 20 lbs 46200 60" 24 3⁄4 lbs

27200 72" 19 lbs 37200 72" 24 lbs 47200 72" 30 lbs

11100 14" 3 1⁄4 lbs 21100 14" 4 3⁄4 lbs 31100 14" 6 lbs 41100 14" 7 1⁄4 lbs

12100 18" 4 lbs 22100 18" 5 1⁄4 lbs 32100 18" 7 1⁄4 lbs 42100 18" 9 lbs

13100 24" 4 3⁄4 lbs 23100 24" 6 3⁄4 lbs 33100 24" 9 lbs 43100 24" 11 lbs

14100 36" 6 1⁄4 lbs 24100 36" 8 3⁄4 lbs 34100 36" 12 1⁄2 lbs 44100 36" 15 3⁄4 lbs

25100 48" 13 lbs 35100 48" 16 lbs 45100 48" 20 1⁄4 lbs

26100 60" 15 1⁄2 lbs 36100 60" 20 lbs 46100 60" 24 3⁄4 lbs

27100 72" 19 lbs 37100 72" 24 lbs 47100 72" 30 lbs

11300 14" 3 1⁄2 lbs 21300 14" 5 lbs 31300 14" 6 3⁄4 lbs 41300 14" 8 lbs

12300 18" 4 1⁄4 lbs 22300 18" 6 lbs 32300 18" 8 lbs 42300 18" 9 1⁄2 lbs

13300 24" 5 1⁄2 lbs 23300 24" 7 1⁄2 lbs 33300 24" 9 1⁄2 lbs 43300 24" 11 1⁄2 lbs

14300 36" 8 lbs 24300 36" 10 1⁄2 lbs 34300 36" 12 3⁄4 lbs 44300 36" 16 1⁄4 lbs

25300 48" 13 1⁄2 lbs 35300 48" 17 lbs 45300 48" 20 3⁄4 lbs

26300 60" 17 lbs 36300 60" 20 3⁄4 lbs 46300 60" 25 1⁄4 lbs

27300 72" 19 1⁄4 lbs 37300 72" 24 1⁄2 lbs 47300 72" 30 lbs

18400 6 1⁄2 lbs 28400 6 1⁄2 lbs 38400 6 1⁄2 lbs 48400 8 1⁄4 lbs

10011 6 1⁄2 lbs 20011 7 3⁄4 lbs 30011 7 3⁄4 lbs 40011 7 3⁄4 lbs

19500 7 1⁄4 lbs 29500 8 1⁄4 lbs 39500 7 3⁄4 lbs 49500 10 lbs

29501 7 1⁄2 lbs 39501 9 lbs 49501 9 3⁄4 lbs

Used for demolition of concrete in buildings, dams, roadwork. Industrial applications include breaking refractory

liners from furnaces and chipping away slag and molten steel from ladles.

NOTE: LGTH. U.C. = Length Under Collar

11⁄4�

Hex

13⁄4�

1⁄2�6�

11⁄8�

Hex

13⁄4�

1⁄2�6�

1�

Hex

19⁄16�

7⁄16�41⁄4�

7⁄8�

Hex

19⁄16�

7⁄16�31⁄4�

POINT STYLE

Standard Moil Point
General concrete demolition

Standard 
Narrow Chisel
General concrete demolition

Standard 3” 
Wide Chisel
Cutting pavement overlay,
general concrete demolition

Asphalt Cutter
5” x 6” Cutting asphalt, 
hardpan and 
compacted soil

Small Asphalt Cutter
4 1/2” x 3” Cutting 
asphalt, hardpan and 
compacted soil

Clay Spade
Clay and other rock-free soil
5 1/2” x 6 1/2”
• 4 1/2” x 8 1/2”

WARNING:
Wear Safety

Goggles
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Pneumatic Breakers
Paving Breaker Steel

7⁄8" X 3-1⁄4" 1" X 4-1⁄4" 1-1⁄8" X 6" 1-1⁄4" X 6"

CAT.NO. WT. CAT.NO. WT. CAT.NO. WT. CAT.NO. WT.

18401 9 1⁄4 lbs 28401 10 lbs 38401 10 1⁄2 lbs 48401 10 1⁄2 lbs

11080 6 1⁄2 lbs 21080 7 lbs 31080 8 1⁄2 lbs 41080 10 1⁄4 lbs

11060 8 1⁄2 lbs 21060 9 lbs 31060 13 lbs 41060 13 lbs

N/A 21140 6 1⁄2 lbs 31140 8 lbs 41140 8 3⁄4 lbs

N/A 21130 6 lbs 31130 7 lbs 41130 8 1⁄4 lbs

10010 6 1⁄4 lbs 20010 6 1⁄4 lbs 30010 8 1⁄4 lbs 40010 8 1⁄4 lbs

11700 8 3⁄4 lbs 21700 9 3⁄4 lbs 31700 10 3⁄4 lbs 41700 11 1⁄4 lbs

CAT.NO. ROD SIZE CAT.NO.HOLE SIZE ROD SIZE CAT.NO. HOLE SIZE ROD SIZE CAT.NO. HOLE SIZE ROD SIZE

N/A 21758 3⁄4” 5⁄8" 31758 3⁄4” 5⁄8" 41758 3⁄4” 5⁄8"

N/A 21734 7⁄8” 3⁄4" 31734 7⁄8” 3⁄4" 41734 7⁄8” 3⁄4"

N/A 21778 1” 7⁄8" 31778 1” 7⁄8" 41778 1” 7⁄8"

N/A 21701 1 1⁄8" 1" 31701 1 1⁄8" 1" 41701 1 1⁄8" 1"

N/A 21800 6 lbs 31800 7 1⁄2 lbs 41800 8 lbs

ATTACHMENTS FOR DETACHABLE SHANKS

11⁄4�

Hex

13⁄4�

1⁄2�6�

11⁄8�

Hex

13⁄4�

1⁄2�6�

1�

Hex

19⁄16�

7⁄16�41⁄4�

7⁄8�

Hex

19⁄16�

7⁄16�31⁄4�

Paving Breaker Tools

POINT STYLE

Long Spade 3 Edged
5” x 9” Clay and other 
rock-free soil

Digging Chisel
3” x 10” Deeper penetration 
in hardpan, gravel and similar
materials

Frost Wedge
1 7/8” x 12” Breaking up
frozen ground

Asphalt Wedge
3” x 7” Spitting 
apart asphalt

Concrete Wedge
1” x 3” Splitting apart
concrete

Bushing Tool
2” x 2” Roughing up or
surface removal of concrete

Concrete Breaker
Breaking up concrete after
first drilling a hole

POINT STYLE

Ground Rod Driver
Drving electrical grounding 
rods into the soil

Detachable Shank

2” TENT

STAKE DRIVER

TAMPING PAD

6” x 6” SQ.

TAMPING PAD

7” RD.

31820 31860 31900



C
o
n
s
tr
u
c
tio

n

T
o
o
ls

577

CHICAGO JACK SERVICE, INC

CJS

Your Application Specialists A CHICAGO JACK COMPANY

RIGGING & FABRICATION
CCURATE A

800-392-2816www.chicagojack.com www.accuraterigging.com

Air Tool Accessories

1070 Attaches directly to any air tool. 
1⁄4” Male x 1⁄4” Female NPT. Adjustable flow rate. 
Holds 9 CCs of oil.

1071 High-impact plastic 
reservoir allows operator 
to see when refill is necessary. 

Impact Wrench Chuck
1012 1⁄2” Chuck for 1⁄2” Sq. Drive
1014 3⁄8” Chuck for 3⁄8” Sq. Drive

Chuck slips onto square spindle and transforms your 
impact wrench into an efficient drilling tool.

Accessory Items

Oiler / Midget Oiler

360º Hose Swivel
1094 1⁄4”  NPT
1095 3/8”  NPT

MODEL LENGTH WIDTH HEIGHT WEIGHT OIL CAP. PIPE SIZE CAP. FREE AIR SAFETY FACTOR

1066 41⁄2" 2 3⁄8" 2 13⁄16" 1 LB. 1.4 OZ. 1⁄2" NPT 100 SCFM 500

1067 6" 2 7⁄8" 3 3⁄8" 1.5 LB. 4.0 OZ. 3⁄4" NPT 175 SCFM 260

1068 7" 3 3⁄8" 3 11⁄16" 2 LB. 11 OZ. 3⁄4" NPT 175 SCFM 300

1069 10" 3 7⁄8" 4 3⁄16" 4.25 LB. 16 OZ. 1" NPT 350 SCFM 250

1066SG SIGHT GLASS CAP

1066-1 O-RING

Pressure-Feed Pneumatic Tool Lubricators

Pressure-feed lubricators increase the life and productivity of your air tools and are easily
installed on any air line, hose, compressor or air tool. When the tool is started a
momentary pressure drop occurs and back pressure forces a fog of oil into the air stream
to the tool. This operation repeats each time the tool is operated as long as the reservoir
has oil. This may be checked through the pressure-proof window or window cap. The
adjustable feeder allows you to set the lubricator valve for all climates and conditions.
Refilling is easy: just remove the manual relieving safety filler cap and fill the reservoir.

1066 1067 1068 1069

894
(CPT No. CA 085203)

For tools with 1⁄4”

threaded inlet.

Spring loaded lock

type arrangement

stays at your setting

and restricts air flow

to suit your needs.

AIR REGULATORS

889 Brass
890 Aluminum

Increase or decrease

pressure as needed.

1⁄4”  Male x 1⁄4”

Female NPT.

WARNING:
Wear Safety

Goggles

TM


